C=64 INSTALLATION

Raquired Tools:

Phillipas Screwdriver. MNota: Some C=-64"3 may need a TORX ("satar" head) driver
(size T10), availabla at Sears, and other hardwars and auteomotive atoras,

IC extractor or small, flat-bladed screwdriver. Needed for removal of tha
stock Kernal ROM. An IC extractor is recommended, but not necessary (the
amall screwdriver will suffice). If using a screwdriver, wrap a layer of
tape around the tip to help prevent damage to the circuit board when prying.

Deill (hand or power). Required 1if you wish to permanently install the
Kernal ROM selector switch in the C-64 case assembly.

Procedura:

64"C" OWNERS: The 64"C" is slightly different in design than older
C-64’s, and requires aome special steps during disassembly and
reassembly. In tha procedure that followa, the additional steps regquired
for tha 64"C"™ are enclosed in boxas,.

Make sure that the C-64 power switch is OFF and that any peripherals
(printer, disk drives, etc.) attached to the C-64 are also switched OFF.

Unplug the C-64 power supply cord from its wall outlet, outlet strip, etc.
Unplug ALL cflblas from the C-64.
Remove any devices plugged into the Cartridge, Cassette or User Ports.

Turn the C-64 upside-down. Remove the three screws holding the top and
bottom halves of the computer together. See Figure 1 below.

64°C" ONLY: The 64"C" case differs slightly from the cone shown balow.
However, it doea have the same three screws holding the top and bottom
halves of the enclosure togethar.
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Figure 1 C-64 CASE SCREN REMOVAL
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Turn khe C=44 bhack lato iea nocmal poasielian. Faparate tha uppar and lowa:z
casq assemblies at the seam along the front 9Ff tha computec, and cacefully
1lFe jusk eth= eche Front edge of the upper casfe azassbly. Concinue Eo lift
until yau gain a3cess to tha insida of Ehe compubes.

Unplug the keybaard cables fcom iem connector on the T-54 circuit boacd. The
cable may be & =2nag Fle ansd a lickle difficult to remgve, If 2o, work it off
carefully by altecnately lifting wach #nd of the connectoc

4A™C™ OMLY: Daktach the keyboacd feom tha lower case aszembly by remaving
ira rataining screws and alidimg it cut from wnder Ehe plastic taba at
the fgant of the case, Place the keyboard cazefully to one aida.

Femovae the power-on indieater light cable from lte conmector on the clighe
side of Ethe eclireuilk board and then zemcve Ehe uppar case azaambly. Ba
caceful pf the plaseis Fabs at the fear of the upper case assembly which xlip
inte retaining alots in the lowar case asaambly.

Scma E4'3 have a cacdboard/Efoll o metal shield coavecing most of Ehe eslcsulb
board componanta. If your computer has one of these shislds, remeove it ac
Ehim Eima. Thea ahlbeld im hald in place by seli-tapping accawa,

Locates the Keznal ROM using the diagrams shown in Figqure 2 balew (the Kacnal
ECHM i3 the shaded I®). MNote that there azée £s0r Basie eypes of C-64 cirpaic
boscda: Tha ~old boapd™ pressnt in the early 64°8; a oneawar, alightly
redesigned veegizon: Ehe old 84°C- board; and the naw &47C" Vi poacd,
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Figure 2 KERHAL ROM LOCATION






